


 
 
Viewing Capabilities: 
 
COM Model: 42X and 48X 105mm Microfiche or Jackets 
Source Model: 24X and 28X 105mm Microfiche or Jackets 
Original Film Negative or Positive 
Diazo or Vesicular Duplicate Film 
 
Resolution: 
1.3 mega pixels 
 
Interface/Power: 
Universal Serial Bus (USB I) integrated on motherboard 
110V-240V; 50/60 Hz—universal auto switching UL/CE 
 
 
Weight 
3.14 lbs. (1.43kg) 

 
 
Minimum Requirements for PC 
 
CPU:       800 MHz Pentium® III  with Intel chipset for  
      PCI to USB controller 
Operating System: Microsoft Windows 98 Second Edition Windows  
                                 NT 4.0 server, or Windows 2000 Professional          
                                 XP 
RAM:       256 MB 
HDD:       50MB of free space 
Monitor:      19” SVGA monitor or greater 
Printer:      Windows Compatible 1 MB Memory 
 
Dimensions 
 
Tablet 1-3/4” H x 10-3/8”W x 13-3/4”D (44mm x 89mm x 114mm) 
Imager Head 2-1/2” x 3-1/2” x 4-1/2” (64mm x 89mm x 114mm) 
 
 

ImageMouse Tablet Specifications 


